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TEST ANSWERS FOR FAR PART 65 AIRFRAME AND POWERPLANT MECHANICS 


WHO PERFORM MAINTENANCE ON FAR PART 121 AIRCRAFT











WHERE CAN THE DEFINITION OF “MAINTENANCE” BE FOUND?��A.	FAR 21��B.	FAR 43��C.	FAR 1��D.	FAR 121








MAINTENANCE PERFORMED ON FAR PART 121 AIRCRAFT IS PERFORMED IN ACCORDANCE WITH:��A.	THE OPERATOR’S MANUAL SYSTEM.��B.	FAR PART 121.��C.	FAR PART 43.��D.	ALL OF THE ABOVE.��


WHO IS RESPONSIBLE FOR KEEPING  THE GENERAL MAINTENANCE MANUAL UP TO DATE WITH FURNISHED CHANGES AND ADDITIONS?��A.	THE RECORDS DEPARTMENT. 	��B.	THE AIR CARRIER.��C.	THE PERSON TO WHOM THE MANUAL IS FURNISHED.� �D.	THE OWNER/OPERATOR IS PRIMARILY RESPONSIBLE.��E.	ALL OF THE ABOVE.���



A PERSON PERFORMING WORK ON FAR PART 121 AIRCRAFT SHALL HAVE THE MANUAL OR APPROPRIATE PARTS OF IT ACCESSIBLE,��A.	 WHEN INSPECTIONS OR TESTS ARE NECESSARY.��B	WHEN PERFORMING ASSIGNED DUTIES. ��C.	WHEN REQUIRED BY THE FEDERAL AVIATION ADMINISTRATION.��D.	IF THE MANUAL IS AVAILABLE ON MICROFILM.��


A MANUAL MUST INCLUDE INSTRUCTIONS AND INFORMATION NECESSARY TO ALLOW THE PERSONNEL CONCERNED TO PERFORM THEIR DUTIES,��A.	WITH A HIGH DEGREE OF SAFETY.��B.	IN ACCORDANCE WITH FAR 21.��C.	AS REQUIRED BY THE OPERATOR’S CONTINUING ANALYSIS AND 	SURVEILLANCE PROGRAM.��D.	AS REQUIRED BY THE FLIGHT STANDARDS DISTRICT OFFICE.��


AN AIR CARRIER’S CONTINUOUS AIRWORTHINESS MAINTENANCE PROGRAM (CAMP):��A.	IS APPLICABLE TO SINGLE ENGINE TRANSPORT CATEGORY AIRCRAFT.��B.	APPLIES TO FAR PART 121 AIR CARRIERS OPERATING AIRCRAFT 	CERTIFICATED TO CARRY 9 PASSENGERS OR 	LESS.��C.	DESCRIBES ONLY THE POLICY THAT PERTAINS TO THAT SPECIFIC AIR 	CARRIER.��D.	IS INCLUDED IN THE CERTIFICATE HOLDER’S MANUAL.��



WHEN IS A PERSON EMPLOYED BY A FAR PART 121 AIR CARRIER REQUIRED TO BE KEPT INFORMED ABOUT THE PROVISIONS OF THE AIR CARRIER’S OPERATIONS SPECIFICATIONS?��A.	WHEN STATED IN THE AIR CARRIER’S OPERATIONS SPECIFICATIONS.��B.	WHEN THAT INFORMATION CONTAINED IN THE OPERATIONS 	SPECIFICATIONS IS REQUIRED BY THE GENERAL MAINTENANCE 	MANUAL.��C.	WHEN THAT INFORMATION CONTAINED IN THE OPERATIONS 	SPECIFICATIONS APPLIES TO THAT EMPLOYEES’ DUTIES AND 	RESPONSIBILITIES.��D.	ONLY IF THAT PERSON IS A CERTIFICATED MECHANIC.��E.	AS STATED IN THE FEDERAL AVIATION REGULATIONS, ONLY PILOTS AND 	MANAGEMENT ARE REQUIRED TO BE KEPT INFORMED ABOUT THE 	PROVISIONS OF THE AIR CARRIER’S THE OPERATIONS SPECIFICATIONS.��


AN AIR CARRIER IS AUTHORIZED TO USE AN APPROVED MINIMUM EQUIPMENT LIST:��A.	ONLY IF THE GENERAL MAINTENANCE MANUAL ALLOWS.��B.	IF OPERATIONS SPECIFICATIONS ARE ISSUED.��C.	IF THE AIR CARRIER HAS BEEN ISSUED APPROVED OPERATIONS 	SPECIFICATIONS.��D.	WHEN PROCEDURES ARE SET FORTH IN THE AIR CARRIER’S MANUAL 	SYSTEM AND THE AIR CARRIER HAS BEEN ISSUED APPROVED 	OPERATIONS SPECIFICATIONS.��


AN AIR CARRIER IS AUTHORIZED TO USE A CONTINUING AUTHORIZATION TO APPROVE EXTENSIONS TO THE MAXIMUM REPAIR INTERVAL FOR:��A.	CATEGORY A ITEMS.��B.	CATEGORY A, B, C, AND D ITEMS.��C.	CATEGORY D ITEMS ONLY.��D.	CATEGORY B AND C ITEMS.��


�
FAR 119 APPLIES TO:��A.	CERTIFICATION OF AIR CARRIERS AND COMMERCIAL OPERATORS.��B.	TRANSPORT CATEGORY AIRCRAFT.��C.	OPERATION OF AIR CARRIERS AND COMMERCIAL OPERATORS.��D.	THERE IS NO FAR 119.��


AIRWORTHINESS DIRECTIVES:��A.	ARE CONSIDERED DIRECTIVES.��B.	ARE FEDERAL AVIATION REGULATIONS.��C.	DO NOT APPLY TO FACTORY NEW AIRCRAFT.��D.	ARE APPLICABLE WHEN MANDATED BY APPROPRIATE SERVICE 	BULLETINS.��


WHEN IS AN AIRCRAFT CONSIDERED AIRWORTHY?��A.	WHEN THE AIRCRAFT IS MECHANICALLY AND OPERATIONALLY FIT TO 	FLY.��B.	WHEN THE AIRCRAFT MEETS THE MANUFACTURER’S SPECIFICATION.��C.	WHEN   THE AIRCRAFT HAS RECEIVED A CURRENT INSPECTION.��D.	WHEN THE AIRCRAFT MEETS ITS TYPE DESIGN AND IS IN A SAFE 	CONDITION.��


AS STATED IN THE FEDERAL AVIATION REGULATIONS, WHICH CERTIFICATE IS REQUIRED TO BE DISPLAYED AT THE CABIN OR COCKPIT ENTRANCE?��A.	REGISTRATION CERTIFICATE.��B.	AIRWORTHINESS CERTIFICATE.��C.	RADIO STATION LICENSE.��D.	ALL OF THE ABOVE.��


�
EMERGENCY EQUIPMENT: ��A.	MUST BE MARKED AS TO THE DATE OF THE LAST INSPECTION.��B.	MUST BE PLACARDED AS TO WEIGHT.��C.	MUST BE CLEARLY MARKED TO INDICATE METHOD OF OPERATION.��D.	A AND B ARE CORRECT.��E.	A AND C ARE CORRECT.��F.	B AND C ARE CORRECT.��


WITHIN THE UNITED STATES, EACH AIR CARRIER SHALL RELIEVE EACH PERSON PERFORMING MAINTENANCE OR PREVENTIVE MAINTENANCE FROM DUTY  FOR A PERIOD OF AT LEAST:��A.	36 CONSECUTIVE HOURS DURING ANY SEVEN CONSECUTIVE DAYS.��B.	4 CONSECUTIVE HOURS DURING A 24 HOUR PERIOD.��C.	24 CONSECUTIVE HOURS DURING ANY SEVEN CONSECUTIVE DAYS.��D.	48 CONSECUTIVE HOURS DURING ANY SEVEN CONSECUTIVE DAYS.��


AS STATED IN FAR PART 121, WHO IS PRIMARILY RESPONSIBLE FOR THE AIRWORTHINESS OF THE AIRCRAFT?��A. 	THE PERSON EXECUTING THE AIRWORTHINESS RELEASE.��B.	THE AIR CARRIER.��C.	THE MECHANIC WHO LAST PERFORMED WORK ON THAT AIRCRAFT.��D.	THE OWNER OF THE AIRCRAFT.��


THE AIR CARRIER’S MANUAL MUST CONTAIN MAINTENANCE, PREVENTIVE MAINTENANCE, AND ALTERATIONS PROGRAMS��A.	ALTERATION PROGRAMS ARE NOT REQUIRED TO BE PART OF THE AIR 	CARRIER’S MANUAL ��B.	PREVENTIVE MAINTENANCE PROGRAMS ARE NOT REQUIRED TO BE PART 	OF THE AIR CARRIER’S MANUAL.�	�C.	AND THE MANUAL MUST BE FOLLOWED.��D.	A AND B ARE CORRECT.��	


WHERE IS THE DEFINITION OF “AIRWORTHY” FOUND?��A.	FAR 1.��B.	FAR 43.��C.	THE AIRWORTHINESS RELEASE.��D.	THE AIRWORTHINESS CERTIFICATE.��


A REPAIRMAN MAY SIGN AN AIRWORTHINESS RELEASE.��A.	TRUE.��B.	FALSE.��IF THE ANSWER IS FALSE, STATE THE REASON.��


NO PERSON MAY PERFORM A REQUIRED INSPECTION UNLESS THAT PERSON IS APPROPRIATELY CERTIFIED, PROPERLY TRAINED , QUALIFIED, AND VERBALLY AUTHORIZED TO DO SO.��A.	TRUE.��B.	FALSE.��IF THE ANSWER IS FALSE, STATE THE REASON.��


WHILE A PERSON IS PERFORMING A REQUIRED INSPECTION, THAT PERSON IS UNDER THE SUPERVISION AND CONTROL OF:��A.	 AN INSPECTION UNIT OF THE AIR CARRIER.��B.	WHOEVER IS DESIGNATED IN THE AIR CARRIER’S GENERAL 	MAINTENANCE MANUAL.��C.	THE DIRECTOR OF MAINTENANCE.��D.	THE SENIOR MANAGEMENT REPRESENTATIVE ON DUTY AT THE TIME OF 	THE REQUIRED INSPECTION.��


�
A PERSON MAY PERFORM A RII INSPECTION:��A.	IF THAT PERSON DID ONLY A MINOR PORTION OF THE WORK BEING 	INSPECTED.��B.	IF THAT PERSON DID NOT PERFORM ANY PORTION OF THE WORK 	BEING 	INSPECTED.��C.	IF AN AIRWORTHINESS RELEASE IS REQUIRED.��D.	IN ACCORDANCE WITH FAR PART 43.��E.	B. AND D ARE CORRECT.��


WHAT DOCUMENT SHOULD AN AIRFRAME AND POWERPLANT MECHANIC USE TO DETERMINE IF INTERMIXING OF ENGINES INSTALLED ON AN AIRCRAFT IS PERMISSIBLE?��A.	THE FAA APPROVED AIRCRAFT ILLUSTRATED PARTS CATALOG.��B.	AIRCRAFT ILLUSTRATED PARTS CATALOG.��C.	ENGINE TYPE CERTIFICATE DATA SHEET.��D.	AIRCRAFT TYPE CERTIFICATE DATA SHEET.��E.	INTERMIXING OF ENGINES IS NOT PERMITTED.�	�


WHICH OF THE FOLLOWING STATEMENTS IS CORRECT?��A.	AS STATED IN THE FEDERAL AVIATION REGULATIONS, PRECISION TOOLS	USED ON FAR PART 121 AIRCRAFT MAY BE INSPECTED AND CALIBRATED 	IF THE AIRCRAFT IS BEING MAINTAINED AT A FAR PART 145 REPAIR 	STATIONS.��B.	AS STATED IN THE FEDERAL AVIATION REGULATIONS ONLY MEASURING 	DEVICES AND TEST EQUIPMENT NEED TO BE 	PERIODICALLY INSPECTED 	AND CALIBRATED.��C.	AS STATED IN THE FEDERAL AVIATION REGULATIONS, CERTAIN 	PRECISION TOOLS NEED NOT BE INSPECTED AND CALIBRATED IF THE 	GENERAL MAINTENANCE MANUAL STATES THAT CALIBRATION IS NOT 	REQUIRED.��D.	AS STATED IN THE FEDERAL AVIATION REGULATIONS, PRECISION 	TOOLS	MUST BE PERIODICALLY INSPECTED AND CALIBRATED.��


�
WHEN PERFORMING WORK FOR ANOTHER AIR CARRIER, THAT WORK SHALL BE PERFORMED:��A.	IN ACCORDANCE WITH THE OPERATIONS SPECIFICATIONS.��B.	WHENEVER THE OTHER AIR CARRIER MAKES A FORMAL REQUEST.��C.	IN ACCORDANCE WITH THE CONTINUOUS AIRWORTHINESS 	MAINTENANCE PROGRAM AND MAINTENANCE MANUAL OF THE OTHER 	AIR CARRIER.��D.	IN ACCORDANCE WITH THE CONTINUOUS AIRWORTHINESS MAINTENANCE 	PROGRAM AND M
